
Is your detecting time in the fi eld valuable to 
you?  Would you like to increase the volume 
and quality of your fi nds?  We created the 
Shadow X3 for those who want to maximize 
their results in the fi eld and make every minute 
count! With it’s ultra-light weight, the X3 virtually 
eliminates fatigue, and allows you to spend more 
time at your favorite hunting site, without suffering 
“detector elbow” at the end of the day.  The Shadow 
X3 offers true turn-on-and-go simplicity, and eliminates lengthy 
and confusing programming hassles, so you can begin hunting the 
instant you turn it on!  The X3 is all about speed!  Equipped with a 
7-inch concentric coil, you’ll notice that the pinpointing is so precise, 
you’ll be recovering more targets faster than you ever have before.  As a coin 
shooter, it’s like having a coin vacuum cleaner in your hand.  On the competition 
hunt fi eld, you can swing the coil as fast as you like without the worry of missing 
a good target (over swing), and with its fast recovery, feather weight and precision 
pinpointing, you’ll be “bringing home the gold” more often. The most powerful 
detector in its class, the X3 will stand up to most relic detectors, especially in iron-
infested areas.  Trashy sites are no longer a problem, and you’ll spend less time 
doing the guesswork and more time recovering good targets with the superior trash 
separation abilities of the 7-inch coil. All this in an attractive, weatherproof package 
that runs on only one 9-volt battery, and is backed by a limited lifetime warranty. 
Once you experience the ultra-light weight, quality and performance of the Shadow 
X3, we’re sure you’ll be reaching for “old faithful” less and less! 

Speed…
Simplicity…

Performance…

Introducing … THE ALL NEW 

We are looking for highly motivated quality Dealers across the US and Canada
to join our unique Team. Contact Troy directly at: 1-877-437-4345 toll free.

13015 Harkness Dr 
Dallas, TX  75243

Toll Free 1.877.437.4345
Fax 972.644.6999

See your local Troy Dealer for information / demonstration or visit the Troy Web Site at:  
www.troycustomdetectors.com

by Troy

Made in the U.S.A.
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The Shadow X3:
 Designed, engi-
neered and market-

ed by Troy Custom 
Detectors  Inc. It is 

assembled and tested 
with Fisher Research 

Laboratory’s traditional qual-
ity standards and is backed  a 

Limited Lifetime Warranty.



Ultra-Light Weather Proof Design 2.2 lbs With Battery (May Vary Slightly) 

Turn-On-and-Go Operation.............................................................................. Fixed Pre-Set Ground Balance 

Silent Search Operation...............................................................................................All Modes of  Operation

VLF Fast Response .......................................................................................................All Modes of Operation

Operating Modes:
1)  All Metal Discrimination
2)  Target Check
3)  VCO Pinpoint (Non Motion)  

 
Audio Discriminator ....................................................................................................... Full Range (All-Metal)    
Ground Balance................................................................................................ Fixed Pre-Set Ground Balance
Operating Frequency ..............................................................................................................................19 khz
Frequency Shifter ...........................................................................................170 hz Above and Below 19 khz
Standard Search Coil ....................................................................Waterproof 7-Inch Round Concentric donut
Search Coil Compatibility ...................9-Inch Accessory Round Concentric and Future TCD Accessary Coils
Coil Cable Length ...............................................................................Approximately 3 ft  6 Inches (42 Inches) 
Audio Frequency ............................................................................................................ Approximately 600 hz 
Audio Output..........................1 1⁄2  Inch Weatherproof Speaker and a 1⁄4 Inch Weatherproof Headphone Jack 
Headphone Compatibility ................................................................................... Standard 1⁄4 Inch Stereo Plug 
Battery Requirements………………………………………………….................Single 9 Volt Alkaline or Lithium
Battery Life (Typical)…………………………………………….... ............... 25 Hours Alkaline, 50 Hours Lithium 
Battery Compartment............................................................Drop-In Weatherproof (No Wires or Connectors) 
Battery Door.....................................................................................Weatherproof with Positive Lock Fastener
Battery Test ....................................................................................................On-Demand Variable Audio Tone 
Control Housing ................................................................................ Internal RFI Shielding and Weatherproof
Pushbutton Switch .......................................................................................................................Weatherproof
Toggle Switches .......................................................................Weatherproof  With Internal 0-Ring in Actuator  
Control Knobs.............................................................................................. With O-Ring & Tension Adjustable
Optimum Temperature ...................................................................................................... 20 to 110 degrees F
Optimum Humidity ...................................................................................................................0 to 100% R. H. 
Rod Design........................................................................... 3 Piece knockdown with Locking Ring Stabilizers
Arm Cup ...........................................Anodized Aluminum, Adjustable, Forward  & Backward and To Arm Size
Warranty .................................................................................................................................... Limited Lifetime    
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